LIFT TRANSDUCER FORCE METRULTINS
APPLICATOR P/N 990
Safe Flight Instrument Corp.
White Plains, N.Y., U.S.A.
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TO USE AP LIGATOR
1. Soloct gram GAGR with proper ra

HOTE: USE LOWEST RANGE FOSSIOLE.

hait and alignment pin Into POSITIONER sockets.

= (1) ani (2) @il COW
TIONKR with acrew (1) toward wing ieading cdge.

ONER anchiar (ab (3} Iato opening lorward of

o two forwaril vane mtop pin (4) .

) and (7) ax zequired 1o bring GAGE
pressure arm (8) te bear on aucface of vane (%) within
1/32" ol 1ip.

Apply pressuce 1o AFT surface of vane (9) for nogative (=)
TIP GRA' IS and FWD susface far positive (+) TIF GRAMS.

Tuen screw (1) to adjust pressure (TIP GRAMS) a8 required.

Leave POSITIONER artached 1o wing.
Turn seeee (7) 1o eelleve force on vane (9).
Turn screw (2) full COW 1o rerract GAGE
Lift GAGE trom nockes

Insert replacement GA

Turn serew (1) 10 relieve force m vane (9) .
. Tucn screw (7) Rall COW to £erract GAGE.

3. Tucn screw (1) Mall COW; aahook tb (3).

CAUTION: WHEN ADJUSTING SCREWS (2) AND (7)
MAKE SURE PRESSURE ARM (8) IS

'\ POSITIONED TO AVOID JAMMING AGAINST
3§y vaEe) meeo
(| li ) €

o




LIFT TRANSDUCER FORCE APPLICATOR
SERIAL ~NO. 5517

SAFE FLIGHT INSTRUMENT CORP.
WHITE PLAINS, NEW YORK, VU.S.A.




